
                     PRODUCTION BUILD  SHEET CODE: FB

 ALUMINUM "BST" PLATFORM TRAILER
SCHEDULE DATE:

CUSTOMER: DATE: 2/6/23 SERIAL#

LENGTH: SUSPENSION:

WIDTH:

NOSE: LOWERING KIT:

AXLE TO AXLE:

KING PIN SETTING: AXLE TO REAR:

FLOOR: LIFT / AXLE:

           SPACING:

     F.W. HEIGHT:

XMEMBER SPACING:        CONTROLS:

       COIL PACKAGE: AXLES: 

SPOOLS:

POCKETS: AUTO SLACKS:

ROPE HOOKS: BRAKES:

ABS SYSTEM:

TIE DOWNS:        

MARKER LIGHTS:     HUBS:

MID TURN SIGNAL:

FLAT ANGLED  WHEELS:

LIGHT PANEL:

TIRES:

SEE NOTES (3,4)

BULKHEAD:        LANDING GEAR:

TYPE:

HEIGHT: TIRE CARRIER:

RETURNS: TOOLBOX:   QTY:

MAT'L: SIZE:

ACCENT TAPE: LOCATION:

PAINT: MAT'L:

WINCH TRACK: MUDFLAPS:

          TYPE:

         LOCATION:  LOCATION:

WINCHES:

WINCH CLIPS:

STRAPS:

REMARKS:

SALESPERSON: Randy Kinder
WEIGHT :+/-3%: 10855

PAGE 2 REMARKS:

Maxim

51'

102"

Scott K Qty 1 Rev 1
AAL23K/E2-1 FRONT AXLE SLIDE, REAR FIXED

INSIDE BEAM, 2 POSITION

3 NAILERS

INTEGRATED DOUBLE "L" OUTSIDE RAIL

22" SPACING

NONE, STD 6 BAR INSERTS

45 DEGREE CORNERS

 

24", 1/2" PLATE

STD

8 PR ADJUSTABLE (STORE IN TOOL BOX)

5 PAIR MODEL 33 LED MARKER/SIDE

1 EA. SIDE BELOW RAIL IN BOX

DOUBLE

HEAVY DUTY

NONE

9 LIGHTS  OOOS ooo SOOO, NOTES (1,2)

INTEGRATED DOUBLE "L" OUTSIDE RAIL

BOTH SIDES

20, THREE BAR WINCHES, 10 PER SIDE

BLACK

BLACK

FULL WIDTH BUMPER

FULL SKIRT BETWEEN UPRIGHTS

AUTOMATIC

121"

70"

NONE

16-1/2" x 7"

2S/1M

60" CLOSED, 121" OPEN

47"

SENSOR ON REAR AXLE

LTWT HUB & LTWT DRUMS

TP SPINDLES

TIRE MAXX PRO WITH INTEGRSAL CHECK PORTS

STD

(8) 11R22.5 BRIDGESTONE R196A

2 SPEED JOST ALUMILIGHT AX150

D/S CRANK

 

(8) 8.25 x 22.5   ALUMINUM HIGH POLISH

DOUBLE DOOR, SMOOTH, ALUMINUM

WITH CAM LOCKS

 STD

PLASTIC SILVER

NONE

TWO EXTREME WEATHER

24-24-60

ONE EACH SIDE BEHIND LANDING GEAR

2) STROBE LIGHTS TO BE WIRED TO MARKER LIGHTS AND TOGGLE SWITCH AT REAR OF TRAILER

3) FLANGE MOUNT RIGHT WEIGH AIR GAUGE (LBS) LOCATED IN REAR BUMPER FILLER (IN ADDITION TO STANDARD AIR GAUGE)

4) TWO HALF STEPS, ONE EACH SIDE OF BUMPER FILLER

BEHIND REAR AXLE

NONE

NONE

NONE

5) 3/16X24X28X102 DUNNAGE RACK, LOCATE PASSENGER SIDE IN FRONT OF FRONT AXLE

 

1) REAR I.D. LIGHTS TO BE MODEL 33

FLATLINE/INSPECTON/AXLE LINE/FLATLINE/INVENTORY/SALES/TIRE/PAINT/ACID


